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All Kingfisher weather louvres have been tested at BSRIA using the HEVAC test method BS EN13030:2001. The
performance and classifications are tabulated below. Please cross refer to PMP69 for greater explanation of
classifications.

To convert from Cd to the K factor:

Cd to K = "cd?

(All Cd figures quoted are with 4mm mesh)
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Figure 1: Rain Rejection Effectiveness

] T Airflow Rain Penetration Classification & Face Veloctiy {(m/s) Free Area
ouvre =
SEEERE T T ed [ Class o | os [ 1 | 15 | 2 [ 25 (%)
KwW30Z 16.7 | 0244 3 B |98.55%| B |97.64%| B |97.34%| B |97.25%| B |95.06%| - | N/A 50%
KW50Z 13.2 | 0275 3 C |93.71%| C |87.00%| C |83.75%| D |78.16%| D [71.50%| D [62.72%|] 52%
5 [Kw7sz 13.4 | 0273 3 C |93.06%| C |86.70%| C |80.20%| D |73.96%| D [68.10%| D [62.69%|] 58%
£ [kw7ss 15.4 | 0.254 | 3 B |95.20%| C [92.26%| C [89.34%| C (86.00%| C |81.74%| D |76.75%|| 50%
KW7SHPG 10.3 | 0311 2 A |99.20%| B |98.10%| B |96.40%| C [94.44%| C |91.30%| C |85.14%|| 47%
KW100Z 13.5 | 0.277| 3 C |87.90%| C |81.68%| D |76.92%| D |69.33%| D [63.58%| D [58.85%|] 61%
KW75D 334 | 0173 4 A |99.99%| A |99.65%| A |99.13%| B |98.00%| C |94.34%| C |89.80%|| 32%
[:']
3 [kw100D 309 |0.180| 4 A |99.93%| B |97.78%| B |95.60%| € [91.55%| C |81.74%| D |68.84%|| 42%
3 |kw752-752 225 | 0211 3 B |98.69%| B |96.31%| C [88.27%| D |71.00%| D |65.59%| D |63.55%|| 58%
KW75-75HPG | 18.1 | 0.235| 3 A |99.94%| A |99.82%| A |99.49%| B |97.55%| B |96.70%| B |95.04%|| 47%
=3 |Kw75-100T 45 | 0149 | 4 A |99.99%| A |99.99%| A |99.90%| A [99.53%| C |94.12%| C |82.66%|| 42%
i |kw1o0-100T | 46.9 | 0.146| 4 A |99.27%| A |99.12%| A |99.00%| B |98.98%| C |85.90%| D |67.39%|| 42%
*Data shown has louvres with 4mm HDPE mesh
Table 1: Louvre Rain Rejection Classification
Rain Rejection Effectivness of Key Blade Profiles
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Backing Pressure Drop (Pa) at Face Velocities (m/s) Shown
Louvre Type
Mesh 0.5 1 15 2 2.5 3 35
KWW30Z N/A 2.34 9.35 21.03 37.38 58.41 84.11 114.49
4dmm 2.97 10.29 23.15 41.15 64..30 92.59 126.03
N/A 1.64 6.54 14.72 26.17 40.88 58.87 80.13
KW50Z dmim 2.04 8.16 18.36 32.63 T 50.99 73.43 99.94
15mm 1.82 7.28 16.39 29.13 45,52 65.55 89.22
N/A 1.62 6.50 14.62 20.99 40.62 08.49 79.61
KW75Z drmm 2.05 8.22 18.49 32.87 51.36 73.96 | 100.67
& 15mm 1.89 7.54 16.97 30.16 47.13 G67.87 92.37
Eﬂ' N/A 1.98 7.93 17.83 31.70 49,53 71.33 97.09
@ KW755 4dmm 2.37 9.49 21.36 37.98 59,34 89.44 116.30
15mm 2.20 8.79 19.77 35.15 54.93 79.08 | 107.66
N/A 1.26 5.03 11.31 20.11 31.43 45.26 61.60
KW75HPG 4mm 1.58 6.33 14.25 25.33 39.58 56.99 77.597
15mm 142 5.69 12.81 22.77 39,58 51.24 69.74
N/A 1.58 6.33 14.25 25.33 39.58 56.99 7T71.57
KW1002Z dmim 2.00 7.98 17.96 31.93 49.89 71.84 97.79
15mm 1.81 7.23 16.27 28.93 45.21 65.10 88.60
KW75D 4dmm 5.12 20.47 46.05 81.86 127.91 | 184.19 | 250.70
N/A 4.33 17.33 34.99 69,32 108.31 | 15597 | 212.29
E KW100D dmim 4.73 18.90 42.53 75.62 118.15 | 170.14 | 231.58
E 15mm 4.62 18.49 41.61 73.96 115.57 | 166.42 | 226.52
KW75Z-75Z 4dmm 3.44 13.76 30.95 59.03 80.98 123.82 | 168.53
KW75-75HPG drmm 2.77 11.09 24.95 44,36 65,32 99.82 135.86
N/A 6.29 25.17 56.63 100.67 | 157.30 | 226.52 | 308.31
KW75/100T 4mm 6.99 27.96 62.92 111.85 | 174.77 | 25167 | 342.55
% 15mm 6.72 26.86 60.44 | 107.45 | 167.89 | 24177 | 329.07
= N/A 6.46 25.83 58.11 103.31 | 161.42 | 232.44 | 316.37
KW100/100T 4mm 7.18 28.73 64.65 11494 | 179.59 | 258.61 | 351.99
15mm 6.90 27.599 62.07 110,36 | 172.43 | 248.30 | 337.96

Table 2: Louvre Pressure Drop
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