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KW30Z Glazing Frame Panel with Insulation – Specification Document 
 

 
Product description 
KW30Z Single Bank Weather and Ventilation Louvre within a 28mm or 32mm glazing channel, complete with 
insulated blanking plate. 
 

 

Construction details 
The 45 degree blade designs are set at 30mm pitch for high strength and low airflow resistance. 
 
Fixings, by others, to suit onsite requirements. 
 
Manufactured from extruded aluminium sections. 
Available in mill finish or powder coated to suit a range of RAL or BS colours, or anodised to a range of different colour 
finishes. 
 
Louvres can also be supplied with 4mm nesting insect mesh. 

 
 

Performance data 
BSRIA tested to BS EN 13030:2001 
 
Airflow:  
No Mesh - Cd 0.256 
4mm Mesh – Cd 0.244 
 
Rain Rejection:  
Class B up to and including 2.00m/s face velocity 
Water rejection effectiveness of up to 98.55% 
 
Geometric Free Area:  
50% 
 
Insulation details 
Rigid stone wool insulation 
Reaction to fire classification: EN 13501-1: Euroclass A1  
Thermal conductivity: 0.039 W/mK @ 50oC 
Nominal density: 100 kg/m3 
 
Insulation material supplied between two skins of 1.5mm aluminium blanking plate. 
Internal skin supplied mill finish 
External skin supplied to suit the louvre finish. 
 

Available sizes 
Heights: 225mm to 1500mm  
Widths:  225mm to 2000mm  
Glazing thickness: 28mm or 32mm as standard 
 
Note: the above dimensions are tip to tip (glass size) 
 



 

 

   Kingfisher Louvre Systems Ltd 
   Plymouth Avenue 
   Brookhill Industrial Estate 
   Pinxton, Nottingham, NG16 6NS 
   Tel: 01773 814102 

 
 

 

Glazing 
channel 
available 
in 28mm 
or 32mm 

SECTION 
VIEW 

SIDE 
VIEW 

FRONT VIEW 

Insulation between 
two skins of 1.5mm 
aluminium blanking 

plate. 

Information Update continued: 
PMP85 Issue 1 – Oct 2025 
 

  

 

 


